
FPC N°

Tensile Strength TMAX MD/CMD EN ISO 10319

Strain, Ԑ Nominal MD/CMD 

0,250

± 10

- kN/m

Durability: Weathering Resistance 

Durability: Alkaline Resistance 

Bitumen Retention Kg/m2

(Annex B)
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3EN ISO 10319

9. Declaration:

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 8.

This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer 

identified in point 4

Signed for and on behalf of the manufacturer by:

                                                                                                                                                Quality Manager            

Remanzacco, 22/03/2018

DECLARATION OF PERFORMANCE (DoP)

8. Declared Performance :

1213
Notified body SKZ – TESTING GmbH (identification no. 1213) performed the initial inspection of the manufacturing plant and of factory production 

4869

2. Product Type:  

for 3. Intended use :

CPR

Lot no. see label and product

Test Standard

1. Product Name: MACRIT® GTS VG

4. Name, registered trade name 

100

100 100GTS VGDOP N° 4869/

Essential Characteristics 

7. Notified Body:

(Annex B) To be covered within one month after installation 

%

110

 control (FPC) and the continuous surveillance, assessment and evaluation of FPC and issued the certificate of conformity of the 

6. AVPC :               System 2+

5. Contact address:  See point 4. 
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R-B-STR Reinforcement, Barrier, Stress relief
Construction of pavements and asphalt overlays

Harmonised technical specification

EN 15381:2008 / / / / /

1,3Resistance to static puncture

(Annex C)

EN ISO 12236

89,5

-10

± 1,5 

KN

± 0,1

-0,1

Performance 

Mean Value Tolerance


